TOOLING, CONSUMABLES
& ACCESSORIES

PVC MONITOR PIPE

WEIGHTS & DIMENSIONS OF SCHEDULE 40 PVC*

Pipe ID Pipe 0D Pipe ID Miniwall Approx. Ship Max Water

Nominal Average Average Thickness Wt.in Lbs./Ft  Pressure PS| **
0.50" 0.840" 0.608" 0.109" 0.166 600
0.75" 1.050" 0.810" 0.113" 0.220 480
1.00" 1.3157 1.033" 0.133" 0.324 450
1.25” 1.660" 1.364" 0.140" 0.439 370
1.50" 1.900" 1.592" 0.145" 0.525 330
2.00" 2.375" 2.049" 0.154" 0.702 280
2.50" 2.875" 2.445" 0.203" 1.108 300
3.00" 3.500" 3.042" 0.216" 1.449 260
4.00" 4.500" 3.998" 0.237" 2.064 220
5.00" 5.563" 5.017" 0.258" 2.966 190
6.00" 6.625" 6.031" 0.280" 3.630 180
8.00" 8.625" 7.943" 0.322" 5.845 160
10.00" 10.750" 9.976" 0.365" 7.745 140
12.00" 12.750" 11.890" 0.406" 10.240 130

* Per ASTM D-1785 for PVC Pipe ** Water at 23°C (73° F) for Unthreaded Pipe
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