TOOLING, CONSUMABLES
& ACCESSORIES

PVC MONITOR PIPE

WEIGHTS & DIMENSIONS OF SCHEDULE 80 PVC*

Pipe ID Pipe 0D Pipe ID Miniwall Approx. Ship Max Water

Nominal Average Average Thickness Wt.in Lbs./Ft  Pressure PS| **
0.50" 0.840" 0.528" 0.147" 0.210 850
0.75" 1.050" 0.724" 0.154" 0.283 690
1.00" 1.3157 0.935" 0.179" 0.417 630
1.25” 1.660" 1.256" 0.191" 0.573 520
1.50" 1.900" 1.476" 0.200" 0.695 470
2.00" 2.375" 1.913" 0.218" 0.961 400
2.50" 2.875" 2.289" 0.276" 1.466 420
3.00" 3.580" 2.864" 0.300" 1.961 370
4.00" 4.500" 3.786" 0.337" 2.866 320
5.00" 5.563" 4.767" 0.375" 3.888 290
6.00" 6.625" 5.709" 0.432" 5.466 280
8.00" 8.625" 7.565" 0.500" 8.301 250
10.00" 10.750" 9.492" 0.593" 12.306 230
12.00" 12.750" 11.294" 0.687" 16.933 230

* Per ASTM D-1785 for PVC Pipe ** Water at 23°C (73° F) for Unthreaded Pipe
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